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Civic turbo installation manual 



Make sure you have these parts below before you start. 
 

1. A, B, C, D, E piping. 

2. &ÉÖÅ ςȢςυȱ ÓÔÒÁÉÇÈÔ ÓÉÌÉÃÏÎÅ ÈÏÓÅȢ 

3. /ÎÅ ςȢςυȱ ÔÏ ςȢυȱ ÒÅÄÕÃÅÒ ÓÉÌÉÃÏÎÅ ÈÏÓÅȢ 

4. /ÎÅ ωπ ÄÅÇÒÅÅ ςȢςυȱ hose. 

5. /ÎÅ σȱ ÓÔÒÁÉÇÈÔ ÓÉÌÉÃÏÎÅ ÈÏÓÅȢ 

6. /ÎÅ σȱ Ô-bolt clamp. 

7. &ÏÕÒÔÅÅÎ ςȢυȱ Ô-bolt clamps. 

8. Hks blow off valve. 

9. Manifold 

10. 38mm waste gate 

11.  2 down pipes 

12. Oil line 

 



 

  
 

 

 

 

 

 

 

 

 

 



1. First you will need to jack the car up and remove front wheels.  

2. Second you will need to remove the front bumper and reinforcement.  

3. Now you will be able to mount your intercooler 

4. 9ÏÕ ×ÉÌÌ ÎÏ× ÂÅ ÁÂÌÅ ÔÏ ÍÏÕÎÔ ÐÉÐÅ ! ÁÎÄ % ÔÏ ÉÎÔÅÒÃÏÏÌÅÒ ÕÓÉÎÇ Ô×Ï ςȢςυȱ ÓÔÒÁÉÇÈÔ ÓÉÌÉÃÏÎÅ 

ÈÏÓÅÓ ÁÎÄ ÆÏÕÒ ςȢυȱ Ô-bolt clamps. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

This is pipe E  

This is pipe A 



5. #ÏÎÎÅÃÔ ÐÉÐÅ % ÔÏ 0ÉÐÅ $ ×ÉÔÈ ςȢςυȱ ÓÔÁÒÁÉÇÈÔ ÓÉÌÃÏÎÅ ÈÏÓÅ ÁÎÄ Ô×Ï ςȢυȱ Ô-bolt clamps. 

 
 

6. #ÏÎÎÅÃÔ ÐÉÐÅ $ ÔÏ ÐÉÐÅ "  ÁÎÄ ÃÏÎÎÅÃÔ ÐÉÐÅ ! ÔÏ ÐÉÐÅ # ÕÓÉÎÇ ςȢςυȱ straight silcone hose and 

ÆÏÕÒ ςȢυȱ Ô-bolt clamps. 

7. #ÏÎÎÅÃÔ ÐÉÐÅ # ÔÏ ÔÈÒÏÔÈÌÅ ÂÏÄÙ ÕÓÉÎÇ ςȢςυȱ ÔÏ ςȢυȱ ÒÅÄÕÃÅÒ ÁÎÄ Ô×Ï ςȢυȱ Ô-bolt clamps 

8. #ÏÎÎÅÃÔ ÐÉÐÅ " ÔÏ ÔÕÒÂÏ ÕÓÉÎÇ ςȢςυȱ ωπ ÄÅÇÒÅÅ ÓÉÌÃÏÎÅ ÈÏÓÅ ÁÎÄ Ô×Ï ςȢυȱ Ô-bolt clamps. 

 
 

This is pipe D 

This is pipe A 

This is pipe E 

Pipe B 

Pipe C 

Pipe D 



Turbo installation 
1. Bolt turbo to manifold 

2. Next jack up car and remove sway bar so that you can get the turbo and manifold through.  

 

3. Bolt manifold and turbo to engine.  

 

Remove two 

14mm bolts 

Remove two 

14mm bolts 

Turbo 

Oil inlet line 

Turbo exhaust 

outlet 

Turbo air inlet 
Oil inlet flange 



4. Install tee where oil pressure sensor is above oil filter. Install 90* bend and connect oil line.  

 
5. Install waste gate to manifold.  

 
 

 

Oil pressure sensor 

Oil line to turbo 

T fitting to block 

Waste gate 

Oil return line from 

turbo to oil pan 

Boost line to waste gate 

manifold 

Silicone from turbo to pipe B 



 

 

 

 

 

 

 

 

 

 

 

 

 

6. Install downpipe to turbo 

 
7. Connect lower down pipe to upper down pipe.  

Down pipe Oil inlet line 



 
 

 

 

 

 

 

 

 

 

8. Install air intake to turbo inlet.  

Connect both downpipes 



 
 

9. Fuel pump installation lift up back seat and remove fuel pump panel  

 

10. Remove fuel pump 

Remove screws 

on each corner 



 

11.  Remove fuel pump cover 

 

 

 

 

 

 

12.  Install walbro fuel pump 

Twist off to 

remove pump 

assembly 

Pry up clips to 

remove pump 

casing 



 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Pull out fuel pump and 

install new walbro 

pump 


